
Egg and Dart   No. 11100 - 10'

Regency Swag   No. 11200  - 10'

Kensington   No. 11900  - 10'

Cornwall    No. 11500 - 10'

Crown   No. 10940 - 12'

Large Crown with Dentil   No. 10942 - 12'

Crown Fascia    No. 10941 - 12'

Tidewater  No. 11800 - 10'

Dentil 905   No. 13300 - 12'

Learn more @
www.hbgcolumns.com

1-800-264-4HBG
Made in U.S.A.

Brought to you by:

BRACKETS

HB&G Brackets provide
an inexpensive and low
maintenance way to dress
up your home. HB&G
brackets are made from
polyurethane and finished
to match PermaPost and
PermaPorch Railing.

Adams Bridgeport
Chelsea 

Wood Chippendale Drury Lane

Roanoke
House

Seaside 
Bracket Smithson

Sun Rays
Saint 

Martin Trillium Victoria 

Fleur de lis
Centerpiece

Seaside 
Centerpiece

Victoria
Centerpiece

Floral 
Bracket

Townsend

Waverly
Centerpiece

H-171⁄4”; W-23⁄4”; P-123⁄4”
70720

H-16”; W-11⁄16”; P-91⁄4”
70735

H-227⁄8”; W-11⁄4”; P-131⁄4”
70790

H-151⁄4”; W-115⁄16”; P-151⁄4”
70860

H-161⁄8”; W-11⁄4”; P-47⁄8”
70750

H-515⁄16”; W-11⁄16”; L-243⁄4”
70780

Belle Grande
Centerpiece

H-15”; W-4”; P-91⁄2”
70510

H-141⁄4”; W-1”; P-117⁄8”
70840

H-153⁄8”; W-11⁄2”; P-153⁄8”
70850

H-711⁄16”; W-11⁄8”; L-24”
70725

H-143⁄4”; W-11⁄4”; P-143⁄4”
70770

H-121⁄4”; W-7⁄8”; P-121⁄4”
70730

H-57⁄8”; W-11⁄4”; L-201⁄2”
70760

H-129⁄16”; W-11⁄16”; P-101⁄4”
70890

H-141⁄16”; W-11⁄4”; P-1211⁄16”
70550

H-53⁄8”; W-2”; L-20”
70870

H-131⁄4”; W-7⁄8”; P-10”
70500

Hessian
Lady

Lucille Lions Gate Portsmouth

Princess 
Anne

Princess
of Wales

H-157⁄8”; W-13⁄8”; P-157⁄8”
70820

H-133⁄4”; W-21⁄2”; P-93⁄4”
70710

H-15”; W-11⁄4”; P-14”
70740

H-131⁄2”; W-11⁄2”; P-131⁄2”
70810

H-141⁄2”; W-4”; P-91⁄4”
70610

H-19”; W-13⁄4”; P-15”
70520

H-91⁄8”; W-31⁄2”; P-63⁄4”
70800

H-53⁄4”; W-1”; L-20”
70880

MEDALLIONS

Cabot
No. 79450, D 45”

Norwich
No. 79455, 
D 31 3/8”

Florentine
No. 79465, D 28 1/2”

Strasbourg
No. 79475, D 27”

(4” Recessed Depth)

Charlotte
No. 79478, D 24 1/2”

Ashton
No. 79170, D 17 1/2”

Cornwall
No. 79140, D 14 3/4”

Belle Meade
No. 79120, 
D 12 1/4” Montgomery

No. 79090, 
D 9 1/2”

Queen Anne
No. 79477, D 21”

Cherub
No. 79469, D 22 3/4”

Venetian
No. 79300, D 30 1/2”
No. 79310, D 21 1/4”

Egg and Dart
No. 79487, D 30 5/8”

No. 79486, D 24”
No. 79485, D 18 1/2”

Lady Sarah
No. 79461, D 23 5/8”
No. 79460, D 17 3/4”

Ansley
No. 79483, D 29 1/2”
No. 79482, D 23 3/8”

No. 79481, D 16”

Biltmore
No. 79479, D 26”

No. 79480, D 16 1/2”

Monticello
No. 79280, D 28 1/2”

No. 79282, D 24”

Bristol
No. 79472, D 29 3/4”
No. 79471, D 23 1/4”
No. 79470, D 16 1/2”

Large Acanthus   No. 15101 - 10'

Dentil with Egg and Dart  No. 13317 - 10'

Large Georgian   No. 15310 - 10'

Large French Waterleaf  No. 15402 -10'

Small Georgian   No.  15510  - 10'

Acanthus   No. 13304  - 10'

Swag   No. 13305  - 10'

Shell   No. 14500  - 10'

Dentil No. 13303 - 10'

Morning Glory   No. 11600  - 10'

Mayfair    No. 11700  - 10'

MANCHESTER
78110 - 78120 - 78130 - 78140 - 78150

CLASSIC FLATHEAD WITH KEYSTONE
78346

CLASSIC FLATHEAD – 78340

SMALL FLATHEAD – 78356 STANDARD FLATHEAD – 78348

PEDIMENTS PILASTERS MULL
STRIP

COLONIAL PEAK
78357 (shown with Standard Flathead - 78348)

SCAMOZZIROMAN CORINTHIAN

URN PEDIMANT – 78355

WINDSOR
78310 - 78320 - 78330 - 78350  - 78440

NANTUCKET
78210 - 78220 - 78230 - 78240 - 78250 CAPITALS

(USE WITH AM PILASTER 78952 – NOT PICTURED)

78980
78990
78991

78955
78960
78970

Call 1-800-264-4424 or visit 
www.hbgcolumns.com for sizes and dimensions

06447-

SECTION 06447

POLYURETHANE BALUSTRADES

For best results, display hidden notes to specifier.

** NOTE TO SPECIFIER **  HB&G; balustrades.

. This section is based on the products of HB&G, which is located at:

P.O. Box 589 • Troy, AL 36081 • Tel: (334) 566-5000 • Tel: (800) 264-4424 • Fax: (334) 566-4629 • www.hbgcolumns.com

.
HB&G has created unique and elegant Balustrade Systems that provide a natural complement to our columns

and which will enhance the beauty of any home or commercial building. Our Balustrade Systems are manu-

factured by molding high-density urethane around structural elements in order to provide the beauty, durability

and quality you have come to expect from HB&G.

In addition to the balustrade systems described in this section, HB&G can produce with custom designs.  For

a quote, fax drawings to (334) 566-4629 or email to hbg@hbgcolumns.net.

SECTION 06447 - BALUSTRADES, Copyright 2002, ARCAT, Inc.

1.GENERAL

1.1.
SECTION INCLUDES

** NOTE TO SPECIFIER **  Delete items below not required for project.

1.1.1.
Balustrade system.

1.2.
RELATED SECTIONS

** NOTE TO SPECIFIER **  Delete any sections below not relevant to this project; add

others as required.

1.2.1.
Section 06441 - Architectural Wood Columns:  Round and square columns, capitals, and

bases.
1.2.2.

Section 06446 - Architectural Polymer Composite Columns:  Round and square columns,

capitals, and bases.

1.3.
SUBMITTALS

1.3.1.
Submit under provisions of Section 01300.

1.3.2.
Product Data:  Manufacturer's data sheets on each product to be used, including:

1.3.2.1. Preparation instructions and recommendations.

1.3.2.2. Storage and handling requirements and recommendations.

1.3.2.3. Installation methods.

1.3.3.
Shop Drawings:  Show dimensions, configuration, and anchorages.

** NOTE TO SPECIFIER **  Delete selection samples if materials have already been

selected.

1.3.4.
Selection Samples:  Two complete sets of color photographs representing manufacturer's

full range of available materials and styles.

1.4.
DELIVERY, STORAGE, AND HANDLING

1.4.1.
Store products in manufacturer's unopened packaging until ready for installation.INSTALLATION

INSTRUCTIONS
You will find ani-
mated installation
instructions on our
web site and on
our CD-Rom.

CAD – 
CAD Drawings
are available on
the HB&G web
site and on our
CD-Rom. 

CSI SPECIFICATIONS – HB&G provides CSI spec-
ifications on our web site and on our CD Rom. CSI
specifications are provided for PermaCast Columns,
Balustrade Systems, PermaPorch Products and Wood
Columns.

TOOLS FOR ARCHITECTS, DESIGNERS, BUILDERS, REMODELERS
RETAILERS AND HOMEOWNERS

PERMAPORCH BUILDER PROGRAM – The
HB&G PermaBuilder Program is designed to
help you determine which style and size of our
products would best fit your application. You
can visit our web site or order our CD-Rom to
use the PermaBuilder Program.

PEDIMENTS AND PILASTERS

MOLDINGS

■ Weather Proof   
■ Virtually Maintenance

Free
■ Ready to Paint
■ Easy Installation

■ 10 Year Warranty

TYPICAL BALUSTER
ASSEMBLY
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Baluster
58031

Baluster
58036

.Baluster
58033

Extended
Baluster 58032

Extended
Baluster 58035

Baluster
58034

33/4"

33
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"

2
1"

6"

81/4"

11/2"

1/2"

8"

Poly molding
provided loose
to be installed on
job site. 

Panel Newel
57089

Pyramid Cap
57085

Flat Cap
57086

Ball Cap
57087

Five Sided
Pyramid Cap

57083

Top View
Five Sided

Angle Newel

Panel Corner
Newel
57089

Plain Newel
57088

Five Sided
Angle Newel

57048

Support Block
58013

8"8"

8"

4'

8"

1"

1"

91/2"

6"

81
/4"

3/4"

Ball Cap
7" 63058
10" 57096
12" 57093

Top
Rail

Bottom
Rail
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Extended
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Extended Baluster
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Poly molding provided loose
to be installed on job site. 

Panel Newel
57095

Pyramid Cap
57091

Flat Cap
57092

Baluster
58051

Baluster
58052

Baluster
58054 Baluster

58055Extended
Baluster
58053

Extended
Baluster
58056

Panel Corner
Newel
57095 Plain Newel

57094

14"

14"

14
"

4'

14
"

16 3/4"

Top
Rail

Bottom
Rail

31
/2

"

121/4"

161/4"

15 /8
"

15"

1"

Support Block
58014

7" BALUSTRADE SYSTEM

6" BALUSTRADE SYSTEM 12" BALUSTRADE SYSTEM

Plain
Newel

Pyramid Cap

Complete installation 
instructions are available 

on our web site or contact us 
via telephone or email.

NOTE: Holes are not predrilled

(Use Newel Component
Listed with 6" System)

9"

51
/2" 6"

123/8"

9"

51
/2

"

123/8"

71/4"

1-800-264-4HBG
www.hbgcolumns.com

www.hbgcolumns.com
HB&G’s web site is designed to help make your
job easier!  You will find suggested retail pricing,
CAD, product information, CSI specifications, etc.

Classic Cap
57097

71/4"

2"
3 /4

"

63/4"

11"11
"

81 /8"8 1/8"



NEWELS AND TOPS

SAVANNAH

STANDARD

VIEW RAIL TRILLIUM

PENNINGTON OUTER BANKS

*Turned balusters not available as deck option.

21⁄2

Savannah Top Rail
with aluminum insert

33⁄4

Poly Ball Top
Height 6"

Width at Base 4-7/8"
White Only

1-1 ⁄ 2"
Turned

32" & 36"

1-1⁄4" 
Square

28-7/8", 32", 
36" & 10'

1-1 ⁄ 2"
Square
32", 36" 

& 10'

1-1 ⁄ 2" 
Driftwood

Square
25", 32"

3 ⁄4" 
Aluminum Baluster

28", 34"
Available in white,

black, and driftwood

1-1 ⁄ 2"
Driftwood

Square 38", 44"
with 45º end.
Also available 

in white

1”

6”

1”

6”

Driftwood White

Poly Pyramid 
Top

Height 14-1/4"
Width at Base 4-7/8"
White &  Driftwood

Square Deck 
White and
Driftwood

NEW NEW NEW

NEW

NEW
NEW

Chesterfield
White Only

Square Porch
White Only

44”54”

41/4” 41/4”

COASTAL – DRIFTWOOD FLAT TOP

WITH ROUND ALUMINUM

11⁄2

33⁄8

ALUMINUM BALUSTERS WITH
ALUMINUM INSERTS
(Available in white 
or driftwood)

Bottom Rail
Support Block

Top
Rail

Top
Insert

Balusters

Bottom Rail

Bottom Rail
Fastener

Top Rail
Fastener

Bottom
Insert

■ Lifetime Warranty  

■ Weather Proof 

■ Load Bearing

■ Fire Rated and No Taper
Columns available

■ All columns can be factory split
for wrap-around or pilaster
applications and include a
SPLIT-KIT FOR RE-ASSEMBLY

ADDITIONAL FEATURES
OF SQUARE PERMACAST

■ Less on the job labor to install

■ Load Bearing

■ Adjustable neck mold

■ 4 styles of optional panel molding

Tuscan Cap Tuscan Base Attic Base Roman Ionic Temple of the Winds Roman Corinthian ScamozziGreek Ionic

COLUMN STRUCTURAL TOP INSIDE SQUARE INSIDE ROUND SQUARE
DIAMETER LOAD DIAMETER DIMENSIONS LENGTHS LENGTHS

6” 3,000 lbs. Max 31⁄8” 4" 8,10 8,10

8” 5,000 lbs. Max 43⁄8” 6" 8,10,12 8,10

10” 6,000 lbs. Max 63⁄4” 7" 8,10,12,14,16 8,10,12 

12” 7,000 lbs. Max 71⁄8” 9" 8,10,12,14,16,18 8,10,12 

14” 8,000 lbs. Max 87⁄8” 113⁄8" 8-30 CALL

16"-30”
Available

AND WOOD STOCK COLUMNS

ADDITIONAL SIZES OF
CRAFTSMAN AND RECESSED

PANEL PERMACAST COLUMNS
COMING SOON.

Round
Fluted

PermaCast

Wood Column
Available Plain

and Fluted

Square
Fluted

PermaCast

Square
Recessed Panel

PermaCast

Square
Applied Panel

PermaCast

Square 
Plain

PermaCast

Square 
Craftsman
PermaCast

CONTACT DEALER/DISTRIBUTOR

ROUND & SQUARE PERMACAST COLUMNS

*Available Fluted     **Split Columns Are Not Load Bearing.          Recessed Panel

OUTER BANKS

TRILLIUM PENNINGTON

131/2" 231/2"

401/2" 401/2"

42" 44"

8’ 9’

NEW ORLEANS
TURNED POST

NO. 100
TURNED POST

No. 100 Post and New Orleans Post 
available in 4”, 5” and 6”. Cross sections 

are 3 1/4”, 4 1/4”, 5 1/4” net.

ALUMINUM PLINTH FOR
WOOD PORCH POST

Wood post must be installed with 
aluminun plinth to comply with warranty.

SIZE LOAD
4” 3,000
5” 6,000
6” 7,500

LLOAD BBEARING

■ Weatherproof
■ Insectproof
■ Load Bearing
■ Low Maintenance
■ Can be painted
■ 5" Nominal – 4-1/4"
■ 6" Nominal – 5-1/4"
■ Prefinished white, ready to install
■ Installs with common carpentry tools
■ 10 year warranty

■ Pre-Finished  
■ Hidden

Fastening
■ Can be Painted
■ Less Expansion/

Contraction
than Wood

■ Install on 24”
Center

■ Virtually maintenance free
■ Prefinished ready to install 

or can be painted 
■ Easy installation
■ 10/25-year warranty
■ As versital as treated lumber. 

Create your own design.
■ Available in pre-built sections
■ Available in two colors
■ Deck options available
■ Solid construction

®

Foam      Pipe 
Filler     
Polyethylene Exterior

FillerPipe

5” 
COLONIAL

PERMAPOST

5" 
SQUARE

PERMAPOST

6" 
CHAMFERED
PERMAPOST/ 
LAMP POST

COLONIAL
AND

CHAMFERED
PERMAPOST

SQUARE
PERMAPOST

NEW
NEW

6" 
COLONIAL HD

PERMAPOST

1,300 LBS. 5,000 LBS. 5,000 LBS. 5,000 LBS.

PVC

16-1/4"

38-1/2"

41-1/2"

8'

24-1/2"

38-1/2"

45-1/4"

9'

16-1/4"

38-1/2"

41-1/2"

8'

24-1/2"

38-1/2"

45-1/4"

9'

44-7/8"

4-1/2"

47-5/8"

8, 9,10'

Made from the same
PVC as PermaPorch
Railing. Prefinished to
match PermaPorch
Railing and carries the
same warranty. 7 pieces
to a pack (each piece is
5 1/2" x 12'). Use it as
low maintenance beaded
ceiling or to accent any
room as wainscoting.

PERMAPORCH CEILING

2-1/16" x 1-3/8" x 12'

1-1/4" x 1-1/8" x 12' 1-1/2" x 1/4" x 12'

4-3/4"

5-1/2"

PERMAPORCH CEILING MOLDING

STANDARD SAVANNAH

CCURVED RRAILING
Curved Balustrade and PermaPorch Railing available. 

Call for more information –1-800-264-4HBG

54”

31/2

13⁄4

Bottom Rail
with aluminum

insert.
Also available in driftwood

Rails are also 
availablewith 
wood insert

FLAT TOP RAIL

PERMA LAMP
POST

2-7/8"

1-1/2"
Neck

TYPICAL ASSEMBLY WITH
TURNED BALUSTERS
AND ALUMINUM INSERTS

38"

51"

WOOD STOCK COLUMNS

All styles available

as prebuilt ready to

install sections

■ 1 year warranty for stock, architectural and clear architectural columns
■ Available in round and square ■ Splitting available
■ Load bearing (round only) ■ Custom fluting available
■ Available in Walnut, Oak, Mahogany, Cherry, Maple, Poplar,

Redwood, Ponderosa Pine

Standard Top Rail
with aluminum insert

WOOD

Round
Plain

PermaCast

Round 
No Taper
PermaCast

ROUND AND SQUARE

Diameter Diameter
At Bottom At Top Length

10" 5.5' 66"

16" 9' 58", 6', 8'

CRAFTSMAN COLUMNS

14” 24” 24”

40” 40” 40”

42” 44” 56”

9’ 10’8’

5'

COLUMN STRUCTURAL ROUND TOP SQUARE INSIDE ROUND SQUARE
DIAMETER LOAD INSIDE DIAMETER DIAMETER LENGTHS LENGTHS

6” 8,000 lbs. Max 37⁄8” 5-1/8" 6,8 6,8,9,10
8” 10,000 lbs. Max 51⁄2” 6-7/8" 6,8*,9*,10* 6,8* ,9 ,10*,12

10” 14,000 lbs. Max 73⁄8” 9" 8*,9*,10*,12* 8,  9, 10*,12,14,16
12” 18,000 lbs. Max 85⁄8” 11" 8*,9,10*,12,*,14*,16*,18* 8 , 9 , 10,12,14,16,18
14” 20,000 lbs. Max 107⁄8” 14-3/4" 8,9,10,12,14,16,18 10
16” 20,000 lbs. Max 127⁄8” NA 8,10,12,14,16,18,20 8,10,12,14,16,18,20
18” 20,000 lbs. Max 143⁄8” NA 10,12,14,16,18,20,22,24,26 N/A
20” 20,000 lbs. Max 165⁄8” NA 20,22,24 N/A
22” 20,000 lbs. Max 181⁄4” NA 16,18,20,22,24,26 N/A
24” 20,000 lbs. Max 201⁄4” NA 14,16,18,20,22,24,26,28,30 N/A
30” 20,000 lbs. Max 251⁄4” NA 20,22,24,26,28,30 N/A

COASTAL – DRIFTWOOD

FLAT TOP WITH 1-1/2” SQUARE

41/4”

127/8”

147/8”

261/4”


